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CLEARING FAULT CODES

1) Turn ignition on. Using jumper wire, connect DLC terminal
"H" to terminal "A" for 2 seconds. See Fig. 2. Remove jumper wire for
one second. Again, connect DLC terminal "H" to "A" for 2 seconds.
Remove jumper wire.

2) Fault codes are cleared when ANTI-LOCK and BRAKE lights
illuminate, then turn off. Turn ignition off. Verify codes are
cleared. See RETRIEVING CODES. If ANTI-LOCK light is on continuously,
Tech 1 can be used to clear codes.

REMOVAL & INSTALLATION
* PLEASE READ THIS FIRST *

CAUTION: When battery is disconnected, vehicle computer and memory
systems may lose memory data. Driveability problems may exist
until computer systems have completed a relearn cycle. See
the COMPUTER RELEARN PROCEDURES article in the GENERAL
INFORMATION section before disconnecting battery.

COMBINATION VALVE

Removal & Installation

1) Before replacing combination valve, note "pin punched"
identification code on valve. It is necessary to have the code when
ordering replacement valve.

2) Disconnect electrical connector from combination valve.
Disconnect hydraulic lines from combination valve. Remove combination
valve bolts. Remove combination valve and transfer tubes from BPMV.

3) To install, reverse removal procedure. DO NOT reuse
combination valve transfer tubes. Tighten bolts to specification. See
TORQUE SPECIFICATIONS. Bleed brake system, including BPMV. See
BLEEDING BRAKE SYSTEM.

BRAKE PRESSURE MODULATOR VALVE (BPMV)

NOTE: Brake Pressure Modulator Valve (BPMV) and Electronic Brake
Control Module (EBCM) are combined into one unit, referred to
as the Electro-Hydraulic Control Unit (EHCU).

Removal & Installation

1) Disconnect negative battery cable. Disconnect electrical
connectors from BPMV. Disconnect electrical connector from combination
valve. Disconnect hydraulic lines from combination valve. Disconnect
hydraulic lines from BPMV. Remove BPMV-to-bracket bolts.

2) Remove EHCU from vehicle as an assembly. Remove bgl fro
EBCM. Separate EBCM from BPMV. DO NOT pry on EBCM or BPMV. E)&Mﬁib@gK BRAKE SYSTEM Arti

































